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CERTIFICATE OF APPROVAL: Replace
fire stairs at rear, constructed to
current code.

Sunderland Joint Venture
¢/o Mr. Brault

101 S. Washington Street
Rockville, MD 20850

4/5/12

Approve new fire stairs as submitted.

The ca. 1980 fire stairs (see 1989 plat) were deteriorated and removed by the applicant
as the first step to assure safe fire egress. New fire stairs were constructed, but not to
code. The proposed configuration modifies this layout in order to meet current code
requirements. The proposed new fire stairs are similar to the earlier stairs in concept,
materials, and location.
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RECOMMENDATION

Staff recommends approval of the application as submitted, noting that the proposed new fire
stairs meet Secretary of the Interior’s Standards #2, 3, 5, 9, 10 (see below, page 7-8), and allow
the continued use of this historic residential building for offices as zoned.

SITE DESCRIPTION
Location: 105 S. Washington Street

e Sunderiand Joint Venture c/o Mr. Brault

Land Use
Designation: Preferred Office

Zoning District: MXT (Mixed-Use Transition)

Existing Use: Law offices
Vicinity

The 100 block of S. Washington Street is located in Rockville’s historic core and includes late
19" and early 20" century frame dwellings. The block is listed in the National Register of
Historic Places and locally designated, and known as the South Washington Street Historic
District. The subject property is a 2-1/2 story Victorian, with gable-front-and-wing form, and
dates to 1897. It was built for Adelaide Stonestreet Greene and is one of three homes on this
block associated with Dr. Stonestreet and his three daughters. The property remained in the
Greene family until 1979, when the current owner purchased it.

Subject
Property




Site Analysis: The subject house sits mid-block, with an asphalt driveway on the south side
of the house leading to the rear parking area. The block includes several mature trees, brick
sidewalks, and historic homes that front the street. The fire stairs that were removed by the
applicant were in place by 1985, as documented by an MHT research form (see Circle 13). The

fire stairs are required for egress from the second floor and lead to the rear yard, which has a
large flowering tree.

DISCUSSION OF THE PROPOSED PROJECT and MATERIALS

el {

Front
Elevation

The applicant removed the ca. 1980 fire stairs because of their deteriorated condition. New fire stairs
were constructed that exactly matched the ca. 1980 fire stairs (see Circle 14-15). The City realized that
the fire stairs did not meet current building code, and has required that the property owner construct
new fire stairs that will meet health and safety code requirements. The proposed new fire stairs
submitted for HDC review have been approved by the Inspection Services Division of CPDS as meeting
code; the proposed new stairs now require HDC approval (see Circle 3-12).
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The existing
2012 fire
stairs are too
close to the
house and
open
windows.

The proposed new fire stairs will be built to code and will be spaced at least 3’-0” from the house, to
allow the owner to retain the open windows and still meet fire and safety regulations. The materials will
match the original and existing stairs, with wood framing, wood railing, and wood treads. Because the
treads will be non-slip, the applicant will not have to provide a roof for the structure. This has been
approved as a code modification.
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COMMUNITY OUTREACH

Posting of sign on property; postcard notices sent out to residents within 500° of the property;
staff report posted on City’s web site; agenda sent to listserve for civic associations.

FINDINGS
Finding that the project meets Secretary of the Interior’s Standards for Rehabilitation:

#2: The proposed fire stairs will be constructed wholly in the rear, and will have no impact on
the historic character of the South Washington Avenue HD.

#3: The proposed use of historic materials with a non-historic design will assure that the fire
stairs are compatible with the historic building, but do not attempt to be anything but a

code compliance feature.

#5: The exterior materials and character-defining features, such as the siding and windows, will
be retained.

#9: The proposed new features are differentiated from the historic building by design, and
preserve all exterior historic features of the house and landscape.

#10: There are no changes required to the historic building to construct the code compliant fire
stairs.

Secretary of the Interior’s Standards for Rehabilitation

1. Aproperty will be used as it was historically or be given a new use that requires minimal change to its
distinctive materials, features, spaces, and spatial relationships.

The historic character of a property will be retained and preserved. The removal of distinctive materials or
alteration of features, spaces, and spatial relationships that characterize a property will be avoided.

Each property will be recognized as a physical record of its time, place, and use. Changes that create a false
sense of historical development, such as adding conjectural features or elements from other historic
properties, will not be undertaken.

4. Changes to a property that have acquired historic significance in their own right will be retained and
preserved.

Distinctive materials, features, finishes, and construction technigues or examples of craftsmanship that
characterize a property will be preserved.



Secretary of the Interior’s Standards for Rehabilitation (cont.)

6.

Deteriorated historic features will be repaired rather than replaced. Where the severity of
deterioration requires replacement of a distinctive feature, the new feature will match the old in
design, color, texture, and, where possible, materials. Replacement of missing features will be
substantiated by documentary and physical evidence.

Chemical or physical treatments, if appropriate, will be undertaken using the gentlest means possible,
Treatments that cause damage to historic materials will not be used.

Archeological resources will be protected and preserved in place. If such resources must be disturbed,
mitigation measures will be undertaken.

New additions, exterior aglterations, or related new construction will not destroy historic materials,
Jeatures, and spatial relationships that characterize the property. The new work will be differentiated
from the old and will be compatible with the historic materials, features, size, scale and proportion, and
massing to protect the integrity of the property and its environment.

. New additions and adjacent or related new construction will be undertaken in such a manner that, if

removed in the future, the essential form and integrity of the historic property and its environment would
be unimpaired.
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APPLICATION FOR

% Department of Community Planning and Development Services

111 Maryland Ave. « Rockville, MD 20850-2364 » 240-314-8230

~1i5TORIC DISTRICT COMMISSION iE‘!ﬁC)

PROJECT IDENTIFICATION:

Application is hereby made with the Historic District Commission of Rockville for a Certificate of Approval for the property

described helow:

‘Jwes STREET & Z1P ' )
PLEASE @S; e ey x‘\ \S"C\t\i :33“:\6’(; O
- erjf;i{f A busmv;ssow o7 | BLOCK
AR Lk !
' L
TYPE i+ Lok
SONING TAX ACCOUNT NO, [ PROPERTY BIZE (n square fest

NAM

MAILING ADDRESS.- NUMBER; STREET, CITY, STATRSZIR

" PHONETPAX EiMAL

APPLICANT* Q}\\v devend | ot e b ve BO- Y42 4O
; LABT » ’ » - ) ‘
i ‘GC:‘ C‘; kd‘\:‘ et ST {‘)(‘K\Y(:N g\an Ty (%‘2’}‘(_,_‘ "')e.-;ic:l ‘
{ FIRST [ RN RN A AW s orns - o Y — .
PROPERTY | L@\ and Oy [ O T\ ebade ¢ 2oL
OWNER  (iasT H . ,
i L6 S e e o G | 20799 |
ARCHITECT | “OH7IRY RO VT L AL TR
Registration # AS(T &) Teq, ‘?li ) —

3 FENCE 3 MATURE TREE REMOVAL 1 CHIMNEY

1 SIDING/TRIM 1 WINDOWS/DOORS ; 4 MISCELLANEOUS

1 SIGNAGE 4 ADDITION i ORDINARY MAINTENANCE
4 PARKING LOT 1 ROQFING ?‘('NEW CONSTRUCTION

11 LANDSCAPING .1 ACCESSORY BUILDING J OTHER

© A felter of authorization from the owner must be submitted if this application is filed by anyone other than the owner.

Descriplion of the proposed work in brief (attach additlonal sheets as necessary). Q\c RABC-E | €8s e\ )}3 «\/w\t* a—u:ﬂ X‘k}cw‘b

t(;:c‘wl*k(‘"’(‘k L™y Yi)tl}ct k’yo LSn

3.,

Lol By hx Yoy

I hereby certiy that | have the authority to make this application, that the application is complete and correct and that | have

read and understand all procedures for filing

this permit.

TO BE COMPLETED BY STAFF =
Application #: Q%?J@ A -9 95 ?g
Public Hearing Date_“f =~ {4 — 1 2~
Decision 1 Approved 1 Staff Approval

d Denied
45 Day Review Date:

D

Stalf reviewer:

I3 Approved w/conditions

Signature of Applicant Qv—~ \ ‘\&g‘\

Date:

Received by:
Accepted by:

Y
D 2
qlcl -

See reverse side
Ravised 3/07

@
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. City of Rockville

< Department of Community Planning and Development Services
Historic Praservation Office

111 Maryland Ave. » Rockville, MD 20850-2364 « 240-314-8230
www.rockvillemd.gov/historic

SUBMITTAL PROCEDURES FOR

HISTORIC DISTRICT COMMISSION {HDC)
CERTIFICATE OF APPROVAL

Each applicant needs to be aware of the following facts about the processing of this application. After reading the following
infarmation, please sign below to acknowledge your understanding.

1.

/]

PRE-APPLICATION MEETING
A pre-application meeting with the historic praservation staff is recommended prior to filing all applications. Please call the

preservation office at 240-314-8230 to schedule a meeting with staff,

COMPLIANCE WITH GUIDELINES
Projects must comply with the City's Technical Guides for Exterior Afterations, available via the Internet at
www.rackvillemd.gov/historic/tech-guides.html or in printed form at the Department of Community Planning and Develop-

ment Services.*

FILING LOCATION

Applications must be filed with the City of Rockville Community Planning and Devalopment Services Department at

111 Maryland Avenue, Rockville, MD. Applications will not be accepted untit they are determined to be complete by City
staft. The application must be filed by the last Tuesday of the month prior to the scheduled Historic District Commission

mesting.

. INSPECTION OF THE PROPERTY

Members of the Historic District Commission and City siaff must be given the opportunity to physically inspect the subject
property to help them reach a decision on the application. This opportunity must be granted provided that reasonable notice
is given for sald inspection.

. HEARING/MEETING APPEARANCE

Once the application is complets, staff will set a fentative date for a public hearing by tha Historic District Commigsion.
Meetings of the Commission are held on the third Thursday of the month, in the Mayor and Council Chambers at City Hall
at 7:00 p.m. The applicant, or a representative designated by the applicant, should be prepared to present his/her case
before the Historic District Commission. The applicant will have the opportunity to ask questions and respond to comments
at the public hearing. HDC decisions may be appealed to the Circuit Court of Montgomery County.

. FILING DEADLINES

Applications are due by the last Tuesday of the month preceding the regularly scheduled HDC meeting. A schedule of filing
deadiines is maintained by the Planning Division.

. BIGN

A sign will be posted by the City staff on the property announcing the public hearing by the Historic District Commission ap-
proximately one week prior to the meeting.

Applicgnt’s Signature

il E T

*trr addition to the City’s'Technical Guides for Exterior Alterations (see #2 atiove), applicants may also find it useful-fo consult the following publications:
* The Secretary of the Interior's Standards for Rehabilitation: www.crnps.gov/hpsitps/standards/rehahilitation: htm

* The HDC's Adopted Architectural Design Guidelines: www.rockvillemd:gov/historic/guidelines1977 htm
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Department of Community Planning and Development Services i
Inspection Services Division
240-314-8240 / 240-314-3265 (Fax)
www.rockvillemd.gov/isd

Plans Resubmission Form
| OFFICE USE ONLY. (1 Amendments ] Revisions. - OFFICE USE O}

DATE: f// 5;)12

PERMIT NUMBER: B3> 202~ ) 7409

ADDRESS: o § S.\uAs4L~Ak;~mg =T SUITE:

TENANT NAME: BEa, WG =L R:Q)JAM

CONTACT PERSON.—RANG ma ron/ =2 PHONE: 20/~ 294 oo & 2,
(PRINT NAME) *
TYPE OF RESUBMISSION
JAARCHITECTURAL 7 STRUCTURAL [ ELECTRICAL
JPLUMBING [ MECHANICAL
7 OTHER:

GENERAL DESCRIPTION OF WORK
“_.E;E_PL.AQSEMQMT“ CHAE mscape

__Jf?Kﬁfcku‘b?u@ SODE Med) FiC ATY o BEEO e 3/3///1)

USE THIS AREA FOR RESUBMITTAL OF SUSPENDED PLANS ONLY

NAME OF PLANS EXAMINER REQUESTING INFORMATION:

ALL CHANGES MUST BE CLEARLY INDICATED ON RESUBMITTED PLANS. @
ALL RESUBMISSIONS MUST BEAR THE ORIGINAL WET STAMP, PROFESSIONAL CERTIFICATION, AND SIGNATURE OF
THE STATE OF MARYLAND PROFESSIONAL,

Tavised 06/09/11
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111 Maryland Avenue © Rockville, Maryland 20850-2364 | 240-314-5000

ARSI ST HETETS W]

March 21, 2012

Craig Moloney
(301) 294-0682
(301) 762-3128 F

Re: Code Requirement Modification Request
105 S. Washington Street, Exterior egress stair
BLD2012-17409

Dear Mr. Moloney,

The Inspection Services Division has thoroughly examined your Code Requirement
Modification Request regarding the proposed replacement and construction of an exterior
egress stair at 105 South Washington Street (BLD2012-17409). As submitted, your request
is Approved with Comments. Compliance with the proposed alternative method of
compliance provided in the 03.19.12 Code Requirement Modification Request, as
amendment by the proceeding comments, is required for approval.

Comments

l)  Perforated stair treads are prohibited by NFPA 101, 2009 Edition, Sub-subparagraph
7.2.2.3.3.1. Solid stair treads shall be utilized and provided with a non-slip surface or
coating.

2) As the installation of a canopy may have a negative impact on the historic fabric of
the structure, no canopy or cover shall be required as permitted by NFPA 101, 2009
Edition, Chapter 43 and the International Existing Building Code, 2009 Edition.

Complete copies of the Code Requirement Modification Request must be submitted with all
subsequent building permits, or revisions to building permits, for 105 South Washington
Street.

Mayor rhyllis Marcuccio | Counailmembers lohn £ Hall, jr. fom Maore, Bridget Donneil Mewron, Mark Pierzehala

enng Uity Manager Jennifer Kimball | Acring City Clark Brenda 8ean | Cley Attorney Oebra Yerg Danial




Craig Moloney
(301) 294-0682
(301) 762-3128 F
Page 2

March 21, 2012

[f you have any questions, please contact me at 240-314-8261.

Sincerely,

ol

Robert Putkey
Construction [nspections Supervisor
[nspection Services Division

Enclosure
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Code Requirement Modification Request

Parmit number; BLD2012-17409 Date of request: A

Address of project: 105 S. Washington St., Rockville, MD e Suite #

Applicant name: Craig Moloney, AlA, LEED AP Applicant signature:

rolaphane # J01-204-0682 Fax g 301-762-3128 —_—y
SPRINKLERED (Yes) (y6) NFPA: 14 130 13R Other FIRE ALARM (75} (No)

lequest to modify the following adopted code: NE - )g\ t m T {- (O . \

“hapter #: Saction/paragraph #:

“lature of request and practical difficulty achieving code compilance.

The existing exterior fire escape from the second floor of this historic building is not
covered. Our understanding is that the code requires that a replacement fire escape be
covered by a roof. In talking with Robin Ziek, City Historic Preservation Planner, about
this project, she suggested that a roof over the fire escape would have excessive size,
scale, and massing, which would have too great an impact on the exterior of this

nistoric resource. Such an impact may not be approved by the Historic District+, R e
Commission. 5 ij ‘

Ll Ry
?roposed aiternative method of compllance and/or compensatory action. fii S P EC “ 0 N b t KVIL i S

‘We propose to provide a new fire escape, sized and configured to comply with ail
applicable codes, including code compliant width, treads and risers, footings, rails,
guards, etc. The fire escape will be built of pressure treated wood, painted to match
the building's exterior trim. In lieu of providing a roof covering, we are proposing to use
a slip resistant, galvanized perforated metal stair tread specifically designed for this
application (see attached details), which would not allow water, snow, or ice to collect
on the treads.

OFFICE USE ONLY

MODIFICATION LOG #: IS¢ 2012~ [M~{09

FINAL DISPOSITION: L APPROVED ;{:APPROVED WITH COMMENTS (I DENIED
Date of action; :5/22“-"[!' 2. Humber of pages included with request: k{{ !
i /
i . N . ¢
T e S U AN T vy N 71 APPROVED
R 4 = 4 5PPROVED WITH COMMENTS
tign : i T DENIED
2. Print / 1 APPROVED
LAPPROVED WITH COMMENTS
ian ; DENIED
3 Print } APPROVED
) . i Iy s _VAPPROVED WITH COMMENTS
an d e e I DENIED “aviced (6/17/11




~iem specs: M4T0201330

.

;‘l'ClV’CH O LS Tince 1352

Jrge | ot 2

IeNICHOLS Quaiity PERF-O GRIP_R Stair Tread, Galvanized, 13

:0"

/isit us online at http://www.mcnichols.com
Crder Now: 1-877-884-4653 or email sales@mcnichois.com

{tem Specifications:

“tam NMumber :

Croduct Line ;
Product Type :
Maight :

i2lass :

Trade Name :

Aajor Material :
Ainor Material :
3auge (Thickness) :
Alternate Description :
Channel Depth :
surtace

Zndplate Size :
Surface Pattern :
Nosing Type :
Percent Open Area :
“Vidth :

.angth (Span for Grating) :
SKU Type :

Stair Tread Type :
Punched Hole Size :
Punched Hole Type :
cndplates Attached

HS Item Number :

NICHOE Sk

Accessories:

Clips, Anchors, £tc

Owptions:

‘oating

Gauge, 2" Channel, 10" ¢

Print

1470201330

stair Treads

Plank Grating

11.4 #/EA

"ERF-O GRIP® Stair Tread
JERF-0O GRIP®

Galvanized

’re-Galvanized

13

10" Tread

2.000

il Finish
10" Plank

N/A
Mone
50

10.0000
30.0000

Each
8
MN/A
N/A

Attached
470201330

znd Plates

A material appiied as a covering to another
"9 sreef.

‘tosing

material such as vinyl coating appiied

&



cem specs: M410201330
Crawings Required
~iot Dip Galvanizing
Instail Toe Plate
Painting (Grating)
Plating
Jowder Coating

straight Cutting
Helding

Applications:
Catwaik/Waikway

Flooring
Matform/Deck/Mezzanine

Tread/Step

ERE 2 SRR R RSP PR R S

Drawings required to confirm material specifications, sizes or to aid in erection of
‘he finished materials.

The process of applying a zinc rich coating to steel to prevent corrosion by
lubmerging the material in a tank of molten zinc for a period of time.

The process by which a flat piece of material is attached to the edge of a piece of
grating at a 90 degree angie to the surface and 2xtending above the surface of
the material, preventing a foot from extending over the adge of the grating

The process of applying paint to a grating product.

The application of a thin layer of a secondary metal to a primary metal through an
slectrolytic process.

The process of applying powdered paint to an item then placing it in an oven
shere the powder particles meit and coalesce to form a continuous coating.

Straight line cutting at a 90 degree angle to the adge of the material.

The process of fusing two pieces of metal together through the application of
neat, sometimes with pressure and sometimes with an intermediate or filler
‘nateriat having a high meiting point,

“aterial used as flooring on a raised pathway enabling movement from one area
0 another.

“aterial used as flooring.

“ateriais used in the construction of a mezzanine or platform up above the
axisting level,

Products used to make the steps in a set of stairs, or as a means o access an
inaccessible area.
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GENERAL REGQUIREMENTS:
1. Work performed shail comply with the 200 1BC building

code, ond all applicable local and state codes, ordinances

ard reguictions, and FHA. minimum standards

;idu.a
REVTTWED PLAM

LUMBER SRADE

1. Adt tumber shall No. 2 pressure treated spruce, or equol,
with the following minimum aliowdble stresses ond moduivs
of slosticit

2. On site veritication of all dimer and
shall be the responsibiiity of the General Contractor and
his aub . Noted d toke precedence
over scale.

3. in areas where the drarings do not cddress
methodology, the Controctor shall perform in strict
complionce with the monvfacturer's specitications and/or
recommendations.

4. The Cortractor shall compare and coordinate off
drawings. When, in the opinion of the Contractor, a
discrepancy exists he shall promotly report it to the
Architect tor proper adjustment before proceeding with
the work.

5. Tre Conts
the orders o ary public avthority baaring on the
performance of the work.

&, All work shall be completed by the General Controctor

unless noted. All references to the "Contractor” include
the General Contractor and the Sub-contractors. The

Contractor shall be resporsible for and hove control over

olf construction means, technigues, seguences ond
procedures, and For coordinating all portions of the work
requred by the Contract Documents. The Contractor shall
e responsicle tor acts ond omissions of the Contractor's
employees, Suo-contractors and thelr agents ond
employess, and ary other persons pertorming ony of the
work Under a contract with the Contractor. Work demaged
during the construction or not conforming to specitied
standards, toleronces or manfocturer's instructions for
installotion shall be reploced by the Contractor ot no
additional cost to the Owner.

7. The Contractor shall warrant to the Owner thot alt
materials and equipment furnished and Instailed under this
cortract shall be new, uniess otherwiss specified, and that
all work sholl be of good quality, free from fauits and
detects, and conforms with the Contract Documents. For o
peried of one yeor begirning ot the date of Substantial
Completion, the Contractor shall promptly correct work
tound not to be in accordonce with the Cortract
Documents. The Contractor shail bear all costs of the
corrections,
B. The Archltect aceepts no responsiplity for chonges or
devigtions from these plans unless made by prior signed
ietter or change order.

9. The Contract Doguments ore solely for bidding ond

construction of this project. Copyright 2012, Craig Moloney,

AlA, LEED AP All rights reserved.

ERADING AND LANDSCAPING
I, Eroslon and sediment contral shall comply with all
requirements of State and local avthorities.

CONCRETE
L The concrete properties shall be as follows:

Min. comp, strength  Max. size

ot 25 days (PS) oggregete  Slump
Fostings ~ 3060 B 45
Slab on grode - 2000 B/4" 4" . 2"

2. Concrete work shalt conform to ACI-BOB-53 and
ACI-301-12, SpecFlections for Structural Concrete for
Butldings.

B. Al reinforcement, anchor bolts, ond other inserts shall
e securad In ploce befors corcrete s placed.

4. Provide 98% pockfill compaction ot att siobs and
tootngs peor ASTM D698,

RENFORCING STEEL

I. Reinforeing stee! shall be ntermediate grade new billet

datormed bors conforming to ASTM A-615, Erode 60.
Relded wire mesh shal! conform to ASTM A-185,

2. Deteifing, faoricating and placing of renforcement shall

be In occordonce with ACI-315, Manval of Stondard
Fractice for Detalling Reinforced Conorata Structures.
Furrish support bars § cccessories In gceordance with
CRS! standords.

3. The Contractor shall retify the ouliding official at least
48 (forty~eight) hours prior to eoch concrete pour. No
concrete shall be plased untll it reinforcing has been

tolled by the Cont ond repected by the bullding
otticial
CARFENTRY

Live ioads Dead loods Totol loads
Deck tioor load - 100% PSE +  10% PSE =
Sto lood - 100% PSFE 4+ 1O PSE =

tor shall be ponsiole for with

Extreme floer stress in bending - 850 Pol
Compression paraliel to grain - 1300 Pol
Compression perpendicuiar to gram - 405 Pal
Modulys of elasticity - LBOOLOD P
2. Stress grode of wmber shall be clearly stamped with
the Lumber inspsction Association seal showing the stress
grade. All fabrication, srection, and other procedures

sholl conform to the current “National Desian Specitications

tor stress-grade lumber and ite fostenings’.
3. All lumber 6" and deeper shall have o molsture content

not greater than 18%. Alr or kiin dried fumber may be vsed.

HJOIST HANGERS

I Al puriine, jolsts and beams not tramed over supporting

mambers shall be supported by meons of "Simpson” or
approved equal joist hangers.

LAS BOLTS

1. Bolts shall be squore headed ond of structural grade
steel

2. Place washers under the hood of lag bolts bearing on
wood,

BOLTS IN WOOD FRAMING

1. Al bolts in wood Framing shall be standord machine
bolts with standard matiedble iron woshers or steel plote
washers.

2. Btee! plate washer sizes For 1/2" diameter poits shall
be 2-1/4" sq, x /16",

3. Each bolt hole n wood shall be drilled /16" larger thon

diometer of bolt

ALTERING STRUCTURAL MEMBERS

(. No structural member shall be omitted, notched, cut,
plockad ot or relocated without prior approvat by the
Architect.

2. Do not oiter sizes of mambers withovt approval of the
Architect.

BUILT-UP BEAMS
f. BWil up bsams or jolsts formed by a multiple of 2x
er shall be nter on foliows:
Mempers d-1/4" and less In depth ~ Internall wA2) rows
of 20d nails ot 32'0.c. stoggered.

CUTTING OF BEAMS, JOISTS AND RAFTERS
i. Cutting of beams, joists and rafters skall be hmited to
cuts ond bored holes not desper thon 1/6th the depth of

the mamber and shall not be located in the middie /3rd of

the span. Notches located closer to supports than thres
times the depth o the member shall not exceed 1/5th the
depth, Holes bored or cut into joist shall not be closer
thon 2 to the top or botiom of the joists and tha
diometer of the hole shall not exceed (/Brd the depth of
the joist.

NAILING
1L All nolling shall comply With 2009 1BC code, and alt
State and ool bullding codes.

FLASHING
1. Al motal Hashing, countar-Flashing ond coping shall be
ot not less than 26 go. corrosion resistant metal,

PAINTING
1. All oxposed pressure treated wood shall be primed

with wood mamtacturer's recommended primer, and painted

with two coats lotex semi-gloss exterior grade pant,
color to match existing exterior trim or as selected by
Owner. Paint and primer to be Benjamin Moore or
approved equal.

2. Deck and londing walking surfaces, ond oll stair tread X
it

surtaces, ars to be primed and painted with non-skid paln

Non-skid addittve 1o be Behr Floor Finish Additive No. 970,

or approved equal. Mix and cpply non-skid paint additive
as the Pmal top coot of pairt, per manufactirer’s written
recommendations. Retain unused nor-skid paint for
periodic re-coating as necessory.
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